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FD01 Interior Roof Drain Detail

Notes

1. Metal deck sump pans are prohibited.

2. Type 1 dead level asphalt is prohibited in the drain
sump area.
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M60 RubrPoly flashing sheets
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Deck clamp

Tapered insulation

Fields roof membrane sheets, metal
flashing, & M60 RubrPoly flashing
sheets all under clamping ring

Roof deck

Thermal insulation

Coverboard insulation

A 30” sq min, 1.5 lb to 4 lb lead, or 16 oz copper flashing adhered
onto finished roof with M300 RubrMastic. Prime top surface of
metal flashing with M400 RubrPrime and install M60 RubrPoly
flashing sheets

Side View

Roof deck

Tapered insulation

Clamping ring

Deck clamp

Drain bowl

Fields roof membrane sheets, metal flashing, & M60
RubrPoly flashing sheets all under clamping ring

Fields M300 RubrMastic

Fields roof membrane sheets

M60 RubrPoly
flashing sheets

Fields roof
membrane sheets

A 30” sq min, 1.5 lb to 4 lb lead, or 16 oz copper flashing
adhered onto finished roof with M300 RubrMastic. Prime
top surface of metal flashing with M400 RubrPrime and
install M60 RubrPoly flashing sheets


