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FD11 Sheet Metal Pipe Enclosure Detail

Notes

1. This detail eliminates pitch pockets for
piping penetrations through the roof.
Pitch pocket installations are prohibited.

2. Attach treated wood nailer to deck with
suitable fasteners.

Slope sheet metal enclosure for drainage

Insulate void to prevent condensation

Sheet metal or flex tube collar

Slope pipes down and away from hood

Install sheet metal flashing receiver

Min of 2 high domed, capped, & gasketed fasteners 18” oc
per side, depending upon wind zone and local conditions

Removable sheet metal counterflashing

Fasteners 8” oc

Fields roof membrane sheets extended
2” min above top of cant

M60 RubrPoly flashing sheets
extended to a min height of 8”

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deck

Wood cant
to brace curb

Wood nailers and curb

Min 4” clearance from
pipe to top of curb & min
2” between pipes

Slope sheet metal enclosure for drainage

Insulate void to prevent condensation

Sheet metal or flex tube collar

Slope pipes down and away from hood

Min 4” clearance from pipe to top of curb
& Min 2” between pipes

Sheet metal flashing receiver

Min of 2 high domed, capped, & gasketed
fasteners 18” oc per side, depending upon
wind zone and local conditions

Removable sheet metal counterflashing

Fasteners 8” oc

Fields roof membrane sheets extended a
min of 2” above top of cant

M60 RubrPoly flashing sheets to a min
height of 8”

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deck

Wood cant to brace curb
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