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FD13 Structural Roof Deck Penetration Detail

Notes

1. This detail eliminates pitch pockets for
structural penetrations through the roof.
Pitch pockets are prohibited.

2. This curbed system allows for movement in
the structural member without damaging the
roof system membrane.

3. Attach treated wood nailer to deck with
suitable fasteners.

Structural member

Insulate void to prevent condensation

Welded plate sealed watertight

Min of 2 fasteners 18” oc per side, depending upon
wind zone and local conditions

Removable sheet metal counterflashing.

Fasteners 8” oc

Fields roof membrane sheets extended a min of 2”
above top of cant.

M60 RubrPoly flashing sheets extended to a min
height of 8”.

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deck

10
” 

no
m

in
al

fla
sh

in
g 

he
ig

ht

Wood cant to brace curb

Wood nailers and curb
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Side View

Structural member

Insulate void to prevent condensation

Welded plate sealed watertight

Min of 2 high domed, capped, & gasketed
fasteners 18” oc per side, depending upon
wind zone and local conditions

Removable sheet metal counterflashing

Fasteners 8” oc

Fields roof membrane sheets extended a
min of 2” above top of cant

M60 RubrPoly flashing sheets to a min
height of 8”

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deck

Wood cant to brace curb


