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FD14 Metal Covered Expansion Joint Detail

Notes

1. This detail allows for building movement in
both directions.

2. Flashing requirements are the same for both
sides of expansion joint.

3. Attach treated wood nailer to deck with
suitable fasteners.

Sheet metal expansion joint cover

Drive cleat or standing seam joint

Extend M60 RubrPoly flashing sheets

Install flexible waterproof membrane closure

Min of 2 high domed, capped, & gasketed fasteners
18” oc per side, depending upon wind zone and
local conditions

Fasteners 8” oc

Bevel top of both wood curbs to drain to one side

Fields roof membrane sheets extended 2” min
above top of cant

M60 RubrPoly flashing sheets extended to a min
height of 8”

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deckWood nailers and curb

Wood cant to brace curb
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Flexible vapor retarder to
serve as insulation retainer
attached to top of curb

Install compressible
insulation

Sheet metal expansion joint cover

Flexible waterproof membrane closure

Bevel top of both wood curbs to drain
to one side

Fasteners 8” oc

Min of 2 high domed, capped, &
gasketed fasteners 18” oc per side,
depending upon wind zone and local
conditions

Fields roof membrane sheets extended a
min of 2” above top of cant

M60 RubrPoly flashing sheets to a min
height of 8”

Compressible insulation

Fields roof membrane sheets

Coverboard insulation

Thermal insulation

Roof deck

Wood cant to brace curb

Wood nailers & curb
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M60 RubrPoly flashing not
shown for clarity

Flexible vapor retarder to
serve as insulation retainer
attached to top of curb

Side View


